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Spare Parts SATAjet® X 5500

Part No./Description 

240 Packing, Air Piston (each)

15438 Paint needle packing

16162 Swivel joint for digital gun

19745 Swivel joint

17897 Needle spring

86843 Air piston rod

96875 Seal, insert for paint spray guns 

w/QCC cup connection

133934 Gasket (3x) for spindle

133942 Seal retainer, cpl.

133959 Pressure spring (3x) for paint needle 

and air piston

133991 Packing, Air Piston (3x)

134098 Air connection piece G1/4 male 

thread

140582 Sealing element (5x) for fluid tip

211391 Locking screw (3x) for air micrometer

211409 CCS-Clips, green, blue, red, black 

(each 1x)

211433 Trigger kit

211441 Seal retainer with sleeve

211458 Trigger sleeve kit

211466 Air micrometer

211474 Material flow control with counter nut

211508 Sealing ring (5x)

213025 Spindle, cpl., for round / flat spray 

control, 1 each

215806 Air Piston Spring

1057323 Tool kit

1057357 Control knob with blk screw, pkg unit 

2 pieces

1057414 Battery kit

Part No./Description 

1047522 

Repair kit

82552  

Air piston service unit

136960 

Sealing kit

Part No./Description

1057323

Tool kit

• Universal spanner

• Cleaning brush

• 198598 Combi tool

• Paint strainer

•  CCS-Clip Kit

Part No./Description 

211557 

SATA adam 2  (psi)

211565 

SATA adam 2 dock

211573 

SATA adam 2 dock (2x)

SATA adam 2   (SATAjet 5000 series only)

1057414
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16162

WARNING  

on DIGITAL GUNS

Removing the DIGITAL air inlet 

tube or the DIGITAL display cover

VOIDS WARRANTY

It must be returned for service 

otherwise it will not function 

properly

NOZZLE SELECTOR

www.sata.com/nozzle!nder

Fine adjustment

Our preliminary

recommendation:

1,2

O-nozzle

Your individual

option:

1,1

I-nozzle

Select your individual solution based on the follow-
ing parameters:

Control

Speed

Temperature inside the spray booth

86 F


